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LEO eCOENERQCQY

LEO CORPORATION PAKISTAN

POWER CABLES CURRENT CARRYING CAPACITY
TABLE 4D1A

Single core PVC insulated cables non armoured,with or without sheath
(COPPER CONDUCTORS)

CURRENT-CARRYING CAPACITY (Amperes):

Ambient temperature : 30° C
Conductor operating temperature : 70° C

Installation Method 12(free air)
Conductor] Installation Methods | Installation Methods | Installation Methods | Installation Method 11 . -
cross- 12 3,5,7,8,9,10,16 4,6,15,16 1245 fE_~
sectional /2__)&_4"- /a_')é—.':’- /%)LJ- 1" /—2’.)‘——:‘: Horizontal Vertical Trefoil
area 12 3,57,8,9,10,16 46,15,16 fiat fiat
spaced ) spaced )
2 (o) { N L =
Bkl b 4 & |-
e T - r®1 :
1] > =l g &)ﬁ -
Foo - g | Mool [ia3.
.[:S, E = 'n ~ l[@ee] 5 [
2cables. | L300 | 2cables, | 3ors 2capies, | 30r4 | 2cables, [3or4cables] 2cables. | 2cables, | 3cables
single phase three single cables single cables |single phase | three phase |single phase |single phasé |  trefoil
acordc phase phase three phase three acordc a.cfiat acordc | acordc [three phase
flat and ac acordc phase acorde phase flat and touching or | or 3 cables | or 3 cables ac
touching m’"}% LR ; ac a.c touching trefol | three phase | three phase
(mm?) (A) (A) (A) (A) (A) (A) (A) (A) (A) (A) (A)

1 15.5 14 13.5 12 1" 105 - - - - -
1.5 20 18 17.5 15.5 14.5 13.5 - - - - -
25 27 25 24 21 19.5 18 - - - - -

4 37 33 32 28 26 24 - - - - -

6 47 43 41 36 34 31 - - - - -
10 65 59 57 50 46 42 - - - - -
16 87 79 76 68 61 56 - - - - -
25 114 104 101 89 80 73 126 112 146 130 110
35 141 129 125 110 99 89 156 141 181 162 137
50 182 167 151 134 119 108 191 172 219 197 167
70 234 214 192 17 151 136 246 223 281 254 216
95 284 261 232 207 182 164 300 273 341 311 264
120 330 303 269 239 210 188 349 318 396 362 308
150 381 349 300 262 240 216 404 369 456 419 356
185 436 400 341 296 273 245 463 424 521 480 409
240 515 472 400 346 320 286 549 504 615 569 485
300 594 545 458 394 367 328 635 584 709 659 561
400 694 634 546 467 - - 732 679 852 795 656

Temperature Correction Factor : 25° 30° 35° 40° 45° 50° §55° 60° 65°

Circuit Breaker 1EC947 : 1.03 1.0 0.94 0.87 0.79 0.71 0.61 0.50 035

Fuse BS 3036 " 1.03 1.0 0.97 0.94 0.91 0.87 0.84 069 048
(11)
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LEO eCOENERQCQY

LEDO CORPORATION PAKISTAN
POWER CABLES CURRENT CARRYING CAPACITY

VOLTAGE DROP (per ampere per meter): Conductor operating temperature : 70°C
Condu 2 cables single-phase a.c 3 or 4 cables-three phase a.c
ctor 2 Installation Installation Installation Installation Installation Installation Installation
cross- lcables] methods 3 & 4 | methods 1 & 11| methods 12 | methods 3 & 4 |methods 1,11,12 | methods 1 & 11 | methods 12
section-] d.c. . i ¥ b & (spaced*) 3 br & (in trefoil)_ (flat & touching) | (flat spacec!.")
al area d__)zi._,_—_‘* el Sy g =g | EAL Al J;)K‘T'_'-:‘P
344 124 344 111,124 1114 12/
o _ b | Eee
' o &
5 g 8 4
I 4 :‘ e [P ) i ~] |',f£l'| anmam W
”, vy R 1 ; S | - e, | EHE
| 3 s "' [P ‘r' I ~ ” g n-&‘ I\- Eap
flo .o} j!.]:“'s %\ ,@‘Egm o 1
g B [Woo o
(mm?) (m\v/ (mV/AI/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m)
A/m)
1 44 44 44 44 38 38 38 38
1.5 29 29 29 29 25 25 25 25
2.5 18 18 18 18 15 15 15 15
4 11 1 11 11 9.5 9.5 9.5 95°*
6 T3 ] 73 7.3 6.4 6.4 6.4 6.4
10 4.4 4.4 4.4 4.4 38 3.8 3.8 3.8
16 2.8 2.8 28 28 2.4 2.4 2.4 24
r X z r X z r X Zz r X Zz r b 4 z r X r4 r X z
25 1.75 | 1.80 0.33 1.80]1.75 0.20 1.75]1.75 0.29 1.80§1.50 0.29 1.55|1.50 0.25 1.50(1.50 0.17 1.55|1.50 0.32 1.55
35 1.25 11.30 0.31 1.30|1.25 0.19 1.25]1.25 0.28 1.3041.10 0.27 1.1011.10 0.24 1.10[1.10 0.17 1.10|1.10 0.32 1.15]
50 093 |]0.95 0.30 1.00(0.93 0.19 0.95(0.93 0.28 O.Q?JO.M 0.26 0.85/0.80 0.24 0.82]0.80 0.16 0.84|0.80 0.32 0.86
70 063 1065 020 072|063 0.18 0.66/0.63 0.27 0.69}0.56 0.25 0.61| 0.55 0.24 0.57|0.55 0.16 0.60[0.55 0.31 0.63
95 046 1049 0.28 0.56|0.47 0.18 0501047 0.27 0.54§0.42 0.24 0.48|/ 041 0.23 043|0.41 0.15 0.47]0.40 0.31 0.51
120 0.36 1039 027 04710.37 0.17 0.4110.37 0.26 0.45§0.33 0.23 041032 0.23 0.36/0.32 0.15 0.40]0.32 0.30 0.44
150 0.29 1031 027 041]0.30 0.17 0.34|/0.29 0.26 0.39§0.27 0.23 0.36|/ 0.26 0.23 0.30]|0.26 0.15 0.34(0.26 0.30 0.40
185 0.23 | 025 0.27 0.37]0.24 0.17 0.2910.24 0.26 0.35)0.22 0.23 032|021 0.22 0.26|0.21 0.14 0.31(0.21 0.30 0.36
240 0.180 | 0.19 026 0.3310.18 0.16 0.25/0.18 0.25 0.31]0.17 0.23 0.29]0.16 0.22 0.22(0.16 0.14 0.27|0.16 0.29 0.34
300 0.145 1 0.16 0.26 0.31|0.15 0.16 0.22]0.15 0.25 0.29]0.14 0.23 0.27]0.13 0.22 0.19(0.13 0.14 0.25(0.13 0.29 0.32
400 0.105 1 0.13 0.26 0.29|0.12 0.16 0.20{0.11 0.25 0.27}0.12 0.22 0.25/0.10 0.21 0.17|0.10 0.14 0.24|110 0.29 0.31

*NOTE: Spacing larger than those specified in method 12 will result in larger voltage drop.
(12)
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LEO eCOENERQCQY

LEO CORPORATION PAKISTAN

POWER CABLES CURRENT CARRYING CAPACIT

TABLE 4D2A

Multicore Pvc-insulated cables, non-armoured
(COPPER CONDUCTORS)

CURRENT-CARRYING CAPACITY (Amperes):

Ambient temperature : 30° C
Conductor operating temperature : 70° C

Cond Installation Methods 1,2 Installation Methods Installation Methods Installation Methods
Oc':o:f:or (Clipped Direct) 3,5,7,8,9,10,16 4,6,15,16 11,13
sectional LI /L ; S e
- 12 A 357891016 4,6,15,16 4 1,13 A
Ay s L \; ‘ N on :( ‘ : -"gf
Bleio d 3 | B &
bLOM | ) / l‘ n Colees ]
es 4 'T“ e
o ‘J}It,:.*
1 Two core | 1 three-core | 1 Two core | 1 three-core | 1 Twocore |1 three-core | 1 Two core | 1 three-core
cables, cables, or 1 cable, cable, or 1 cables, cable, or 1 cables, cables, or 1
single four core single four core single four core single four core
phase cable, three phase cable, three phase cable three phase cable three
a.c.ord.c. phase a.c.ord.c. phase a.c.ord.c. phase a.c.ord.c. phase
a.c. a.c. a.c. a.c.
(mm?) (A) (A) (A) (A) (A) (A) (A) (A)

1 15 13.5 13 1.5 11 10 T 14.5
1.5 19.5 175 16.5 15 14 13 22 18.5
2.5 27 24 23 20 18.5 17.5 30 25
4 36 32 30 27 25 23 40 34

6 46 41 38 34 32 29 51 43
10 63 57 52 46 43 39 70 60
16 85 76 69 62 57 52 94 80
25 112 96 90 80 75 68 119 101
35 138 119 111 99 92 83 148 126
50 168 144 133 118 110 99 180 153
70 213 184 168 149 139 125 232 196
95 258 223 201 179 167 150 282 238
120 299 259 232 206 192 172 328 276
150 344 299 258 225 219 196 379 319
185 392 341 294 255 248 223 434 364
240 461 403 344 297 291 261 514 430
300 530 464 394 339 334 298 593 497
400 634 557 470 402 - - 715 597

Temperature Correction Factor : 25° 30° 35" 40° 45° 50° 55° 60° 65°
Circuit Breaker 1EC947 : 1.03 1.0 0.94 0.87 0.79 0.71 0.61 050 035
Fuse BS 3036 1.03 1.0 0.97 0.94 0.91 0.87 0.84 0.69 0.48

(13)
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LEO CORPORATION PAKISTAMN
POWER CABLES CURRENT CARRYING CAPACITY

TABLE 4D2B
VOLTAGE DROP (per ampere per meter): Conductor operating temperature : 70°C
. Sntlandime: | oaaite singie phasstaz R mephasn s,
(mm?) {mV/A/m) (mV/A/m) (mV/A/m)

1 44 44 38
15 29 29 25
25 18 18 15

4 11 11 9.5

6 7.3 1.3 6.4

10 4.4 4.4 3.8

16 2.8 2.8 2.4

r X z r X z

25 1.75 1.75 0:17 1.75 1.50 0.14 1.50
35 1.25 1.25 0.16 1.25 1.10 0.14 1.10
50 0.93 0.93 0.16 0.94 0.80 0.14 0.81
70 0.63 0.63 0.16 0.65 0.55 0.14 0.57
95 0.46 0.47 0.15 0.50 0.41 0.13 0.43
120 0.36 0.38 UtE 0.41 0.33 0.13 0.35
150 0.29 0.30 0.15 0.34 0.26 0.13 0.29
185 0.23 0.25 0.15 0.29 0.21 0.13 0.25
240 0.18 0.19 0.15 0.24 0.16 0.13 0.21
300 0.14 0.15 0.14 0.21 0.13 0.13 0.18
400 0.10 0.11 0.14 0.18 0.10 0.12 0.16




0 LEO ECOENERGY

LEO CORPORATION PAKISTAN
POWER CABLES CURRENT CARRYING CAPAC

TABLE 4D3A

Single Core pvc insulated cables
(non-magnetic armoured%

(COPPER CONDUCTORS
Ambient temperature : 30° C
CURRENT-CARRYING CAPACITY (Amperes): Conductor operating temperature : 70° C
Installation Method 1 JInstallation Method 11 . _
J (Clipped Direct) | on perforated cable tray 12~ 3 /¥~ Installation Method 12 (free air)
Conducto] ' At A2 6
cross-
ectional ol . i P
area ]g 1&) Jl‘l,) '%: g SN e,
O L 5 iy
s
& ~ Qoo JElibL.
P
2 cables single phase ac 2 cables d.c 3 or 4 cables three phase a ¢

2cables [3ord cablesl 2 cables |3 or 4 cables
single-phase| three-phase Jsingle-phase| three-phase| Horizontal | Vertical | Horizontal | Verlical | Horizontal | Vertical | 3 cables
acordc a.c acorde ac flat flat flat flat trefail
flat & flat & flat & flat & spaced spaced spaced spaced spaced spaced
touching touching louching touching

mm? (A) (A) (A) (A) (A) (A) (A) (A) (A) (A) (A)
50 193 179 205 189 229 217 229 216 230 212 181
70 245 225 259 238 287 272 294 279 286 263 | 231
95 296 269 3ta 285 349 332 357 340 338 313 280

120 342 309 360 327 401 383 415 396 385 357 324

150 393 352 413 373 452 431 479 458 436 405 373

185 447 399 469 422 511 489 548 525 490 465 425

240 525 465 550 492 593 568 648 622 566 528 501

300 594 515 624 547 668 640 748 719 616 578 567

400 687 575 723 618 737 707 885 851 674 632 657
Temperature Correction Factor : 25° 30° 35° 40° 45° 50° 55° 60° 65°
Circuit Breaker 1EC947 : 1.03 1.0 0.94 0.87 0.79 0.71 0.61 0.50 0.35
Fuse BS 3036 1.03 1.0 097 094 0.91 087 084 069 048

(15)



0 LEO ECOENERGY

LEO CORPORATION PAKISTAN

POWER CABLES CURRENT CARRYING CAPACITY

VOLTAGE DROP (per ampere per meter) Conductor operating temperature : 90° C
Con 2 2 cables-single-phase a.c) 3 or 4 cables-three -phase a.c)
ductor | Cables :
cross- de Instaliation Installatioh™ Installation Installation® Installation Instailation Installation
Sae method 3 &4 method 18 11 method 12 method 3 84 method 1 811 method 11 &12 method 12
tional Bl | BAl | abs | /L | Bl | I | s
il 34 A 1,114 124 34 A 1114 1124 124
Eri b | BRlot
4 ' i & Yl eee | v @7
‘ T | r@0
| § & *fw e, | B &
e e i — [eeo ]
= leeal B
{mm?) Eﬂ\leTVi)’ (rnV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m)
m
1 46 46 46 46 40 40 40 40
1.5 31 31 31 31 27 27 27 27
2.5 19 19 19 19 16 16 16 16
4 12 12 12 12 10 10 10 10
6 79 7.9 7.9 7.9 6.8 6.8 6.8 6.8
10 47 47 4.7 47 4.0 4.0 4.0 )
16 29 29 29 2.8 2.5 2.5 25 2.5
r X Z r X Z r X z r X z r X z r X z r X z
25 1.8 1.85 0.31 1.90(1.85 0.19 1.85|1.85 0.28 1.8941.60 0.27 1.65|1.60 0.19 1.65|1.60 0.16 1.60| 1.60 0.27 1.65
a5 1.3 1.35 0.92 1.35(/1.35 0.18 1.35[1.35 0.27 1.3501.15 0.25 115|115 0.18 115|115 015 115|115 0.26 1.20
50 08 1.00 029 1.05/099 0.18 100|099 027 100087 025 080|086 018 087]0.86 0.15 0.87| 086 026 0.89
70 0.6 0.70 0.28 075|068 0.17 071)|0.68 0.26 0.73 060 0.24 065|059 017 062|059 0.15 0.61] 059 0.25 0.65
a5 0.4 0.51 0.27 058|049 0.17 052|049 0.26 056 | 0.44 023 050|043 0.17 046043 0.14 0.45| 043 0.25 049
120 0.39 0.41 0.26 048|039 0.16 043]039 025 047035 023 042|034 0.16 0.3810.34 0.14 037|034 0.24 042
150 0.32 0.33 0.26 043|032 0.16 036(032 025 0410029 023 037|028 0.16 0.32]0.28 0.14 031|028 0.24 037
185 0.25 0.27 0.26 0.37)026 0.16 0.30]0.25 0.25 036 ]0.23 023 0.32]10.22 016 0.28(0.22 0.14 026|022 024 033
240 0.190 J0.21 0.26 033|020 0.16 0.25/019 025 0.31]0.18 022 029|017 016 024 (0.17 0.14 022|017 0.24 0.29
300 0.155 |0.17 0.25 0.31]0.160 0.16 0.22]0.15 025 029 ]0.15 022 027|013 0.16 021]0.14 014 0.19] 013 024 027
400 0120 |0.14 0.25 0.29(0.130 0.15 0.20)0.12 0.24 027012 022 025|011 016 018]0.11 013 0.17) 0.11 0.24 026




o LEO ECOENERGY

LEO CORPORATION PAKISTAN
POWER CABLES CURRENT CARRYING CAPAC

TABLE 4D4A

Multicore pvc insulated cables armoured
' (COPPER CONDUCTORS)

Ambient temperature : 30° C

CURRENT-CARRYING CAPACITY (Amperes): Conductor operating temperature : 70° C

Installation Method 1(Clipped Direct) Installation Methods 11,13 (on a perforated
E&r;c;uctor 1 b horizontal or vertical cable tray) or free air
- 3 - :a -
sectional e 1,13 A &S
area
ol 28 iﬁi;'ﬁ £" = r G I L'J‘f
ik -;l) %_! / ‘ll', i | 1. | S :“ A
o § ‘Iﬁ) 1 ﬂ::;::;d‘
ﬁ;_ = e ] H ©
1 two-core 1 three - or four 1 two-core 1 three - or four
cable, single phase |core cable, three phase ] cable, single phase core cable, three phase
a.c.ord.c. a.c. a.c.ord.c. a.c.
(mm?) (A) (A) (A) (A)
1.5 21 18 22 19
2.5 28 25 31 26
4 38 33 41 35
49 42 53 45
10 67 58 72 62
16 89 77 97 83
25 118 102 128 110
35 145 125 157 135
50 175 151 190 163
70 222 192 241 207
95 269 231 291 251
120 310 267 336 290
150 356 306 386 332
185 405 348 439 378
240 476 409 516 445
300 547 469 592 510
400 621 540 683 590
Temperature Correction Factor : 30° 35° 40° 45° 50° 55° 60° 65°

Circuit Breaker 1EC947 :

Fuse BS 3036

1.0 0.94 0.87 0.79 0.71
1.0 0.97 0.94 0.91 0.87

(17)

0.61 050 0.35
0.84 069 048



Q LEO eCOENERQCQY

LEO CORPORATION PAKISTAN
POWER CABLES CURRENT CARRYING CAPAC

DATA
TABLE 4D4B
VOLTAGE DROP (per ampere per meter): Conductor operating temperature : 70° C
airaiaer | Eine IOt N T g

{mm?) (mV/AIm) (mV/A/mM) (mV/IA/m)

1.5 29 29 25

25 18 18 15
4 11 1" 9.5
6 7.3 8 6.4

10 4.4 4.4 3.8

16 28 2.8 24

r X z r x z

25 1.76 105 017 1.75 1.50 0.14 1.50
35 1.25 1.25 0.16 1.25 1.10 0.14 1.10
50 0.93 0.93 0.16 0.94 0.80 0.14 0.81
70 0.63 0.63 0.16 0.65 .55 0.14 0.57
95 0.46 0.47 0.15 0.50 0.41 0.13 0.43
120 0.36 0.38 0.15 0.41 0.33 0.13 0.35
150 0.29 0.30 0.15 0.34 0.26 0.13 0.29
185 0.23 0.25 0.15 0.29 0.21 0.13 0.25
240 0.18 0.19 0.15 0.24 0.16 0.13 0.21
300 0.14 0.15 0.14 0.21 0.13 0.13 0.18
400 0.10 0.1 0.14 0.18 0.10 0.12 0.16

(18)



LEO eChOENERQCQY

LEDO CORPORATION PAKISTAN
POWER CABLES CURRENT CARRYING CAPACITY

TABLE 4E1A

Single core XLPE.insulated cables,non armoured,with or without sheath
(COPPER CONDUCTORS)

CURRENT-CARRYING CAPACITY (Amperes):

Ambient temperature : 30° C
Conductor operating temperature : 90° C

# o ~ Installation
Conductor| Installation Methods | Installation Methods . 124 36 Method 12
cross- | Installation Method 3,5,7,8,9,10,16 4,6,15,16 Installation Method 11
- = Hori | Vertical Trefoil
i s | W | e | T B
. b 357,8,10,16 4 461516 P
2 cables, Jord 2 cables, Jord 2 cables Jord 2 cables, |3 or4cables] 2cables, 2 cables, 3 cables,
single phase [ cables single cables single ' cables [single phase | three phase |single phase [single phase trefoil
acordc three phase three phase three acordc a.cflat acordc | acordc [lhree phase
flal and phase acordc phase acorde phase flat and louching or | or 3 cables | or 3 cables ac
touching a.cflat& a.c a.c touching trefoil three phase | three phase
touching
(mm?) (A) (A) (A) (A) (A) (A) (A) (A) (A) (A) (A)
1 19 17.5 17 15 14 13 - - - - =
1.8 25 23 22 19 18 17 - - - - -
25 34 31 30 26 24 23 - - - - -
4 46 41 40 35 33 30 - - - - -
6 59 54 51 45 43 39 = s -
10 81 74 71 63 58 53 - - - -
16 109 99 95 85 76 70 - - - - -
25 143 130 126 111 100 91 158 140 183 163 138
35 176 161 156 138 124 111 195 176 226 203 171
50 228 209 189 168 149 135 293 215 274 246 209
70 293 268 240 214 189 170 308 279 351 318 270
95 355 326 290 259 228 205 375 341 426 389 330
120 413 379 336 299 263 235 436 398 495 453 385
150 476 436 375 328 300 270 505 461 570 524 445
185 545 500 428 370 341 306 579 530 651 600 511
240 644 590 500 433 400 358 686 630 769 711 606
300 743 681 513 493 459 410 794 730 886 824 701
400 868 793 683 584 - - 915 849 1065 984 820
Temperature Correction Factor ; 25° 30° 35° 40° 45° 50° 55° 60° 65° 70° 75° 80° 85°
Circuit Breaker 1EC947 : 102 10 096 091 0.87 082 076 0.71 065 0.58 050 041 0.29
Fuse to BS 3036 1.02 10 098 095 093 091 089 0.87 085 0.79 0.69 056 0.39

(19)




0 LEO ECOENERGY

LEO CORPORATION PAKISTAN

POWER CABLES CURRENT CARRYING CAPACITY

VOLTAGE DROP (per ampere per meter) Conductor operating temperature : 90° C
Con 2 2 cables-single-phase a.c) 3 or 4 cables-three -phase a.c)
ductor | Cables :
cross- de Instaliation Installatioh™ Installation Installation® Installation Instailation Installation
Sae method 3 &4 method 18 11 method 12 method 3 84 method 1 811 method 11 &12 method 12
tional Bl | BAl | abs | /L | Bl | I | s
il 34 A 1,114 124 34 A 1114 1124 124
Eri b | BRlot
4 ' i & Yl eee | v @7
‘ T | r@0
| § & *fw e, | B &
e e i — [eeo ]
= leeal B
{mm?) Eﬂ\leTVi)’ (rnV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m) (mV/A/m)
m
1 46 46 46 46 40 40 40 40
1.5 31 31 31 31 27 27 27 27
2.5 19 19 19 19 16 16 16 16
4 12 12 12 12 10 10 10 10
6 79 7.9 7.9 7.9 6.8 6.8 6.8 6.8
10 47 47 4.7 47 4.0 4.0 4.0 )
16 29 29 29 2.8 2.5 2.5 25 2.5
r X Z r X Z r X z r X z r X z r X z r X z
25 1.8 1.85 0.31 1.90(1.85 0.19 1.85|1.85 0.28 1.8941.60 0.27 1.65|1.60 0.19 1.65|1.60 0.16 1.60| 1.60 0.27 1.65
a5 1.3 1.35 0.92 1.35(/1.35 0.18 1.35[1.35 0.27 1.3501.15 0.25 115|115 0.18 115|115 015 115|115 0.26 1.20
50 08 1.00 029 1.05/099 0.18 100|099 027 100087 025 080|086 018 087]0.86 0.15 0.87| 086 026 0.89
70 0.6 0.70 0.28 075|068 0.17 071)|0.68 0.26 0.73 060 0.24 065|059 017 062|059 0.15 0.61] 059 0.25 0.65
a5 0.4 0.51 0.27 058|049 0.17 052|049 0.26 056 | 0.44 023 050|043 0.17 046043 0.14 0.45| 043 0.25 049
120 0.39 0.41 0.26 048|039 0.16 043]039 025 047035 023 042|034 0.16 0.3810.34 0.14 037|034 0.24 042
150 0.32 0.33 0.26 043|032 0.16 036(032 025 0410029 023 037|028 0.16 0.32]0.28 0.14 031|028 0.24 037
185 0.25 0.27 0.26 0.37)026 0.16 0.30]0.25 0.25 036 ]0.23 023 0.32]10.22 016 0.28(0.22 0.14 026|022 024 033
240 0.190 J0.21 0.26 033|020 0.16 0.25/019 025 0.31]0.18 022 029|017 016 024 (0.17 0.14 022|017 0.24 0.29
300 0.155 |0.17 0.25 0.31]0.160 0.16 0.22]0.15 025 029 ]0.15 022 027|013 0.16 021]0.14 014 0.19] 013 024 027
400 0120 |0.14 0.25 0.29(0.130 0.15 0.20)0.12 0.24 027012 022 025|011 016 018]0.11 013 0.17) 0.11 0.24 026
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